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SPECIALTY WIRE

BILGE PUMP CABLE Premium Tinned Copper

- Bilge Pump Cable features grey insulation with black, brown
and red conductors specifically for bilge pumps. Oil resistant.

Marine Grade™
Bilge Pump Wire Specs

. . Cable Nominal Wt. Per
+ STOW - A - Water resistant jacket. Size (AWG)  0.D.(in) 1000'(Ibs.)
18/2 50
Cable Spool Item Cable Spool Item 22.7 kg
Size Length(ft) Number Size Length(ft) Number 18/3 62
18/2 25 156902  16/3 25 156602 8.15 mm 28.2 ke
2x.08 mm? 100 156910 3x1mmz 100 156610
16/3 .348 78
250 156925 250 156625 8.85 mm 35.5 kg
500 156950 500 156650
1000 156999  14/3 25 156402 e ;fg?nm ‘j::j ok
3@mm 100 156410 : =€
250 156425
500 156450 made in
1000 156499 SA

SUPER FLEX AUDIO CABLE Premium Tinned Copper

+ Super Flexible, easy to run. Clear jacket to blend into the
environment.

- Drawn copper, unidirectional lay for ultimate in sound quality.

- Tinned copper for corrosion resistance in the marine
environment.
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Marine Grade™
Super Flex Audio Cable

made I%SA

Cable Nominal Wt. Per
Cable Spool Item Cable Spool  Item Size (AWG) 0.D.(in) 1000(Ibs.)
Size Length(ft)  Number Size Length(ft) Number
16/2 25 142602 14/2 25 142402 16/2 319 51
2x1 mm? 100 142610 2x2 mm? 100 142410 8.1 mm 23.1 kg
250 142625 250 142425 14/2 -345 65
500 142650 500 142450 8.8 mm 29.5 kg
1000 142499
ROUND INSTRUMENT CABLE ROUND MAST made in
100% Mylar Foil Shield & Drain Wire . UL 1426 Tinned Boat Cable SA
UL 1426 Tinned Boat Cable made in c@us
@-
'l Cable  Conductor Spool Item
Cable  Conductor Spool Item : Size Colors Length(ft) _Number
Size Colors Length(ft)  Number 14/5  Black, Blue 25 155002
20/3 Black, Red 25 153002 5x2 mm2 Green, Brown 100 155010
3x0.5 mm? 100 153010 Red 300 155030
250 153025 = 500 155050
500 153050 -

Marine Grade™
Round Mast Wire Specs
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Marine Grade™
Round Instrument Cable Specs

Cable Nominal Wt. Per
0.D.(in) 1000’(lbs.)
7/32
5.6 mm

Cable
Size (AWG)
14/5

Wt. Per
1000’(lbs.)
160

79.5 kg

Nominal
0.D.(in)
1/2
12.7mm

Size (AWG)
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