
NEW!

DMX 
Touch Panel
Controller

•	128 individually addressable 
lighting fixtures as standard

•	5.5 - 12vDC

•	Touch sensitive intelligent 
control

•	Splash resistant

•	Compatible with OceanLED  
Pro Series HD Colours models

•	Easy to use

•	Unlimited memory

DMX Touch Panel Controller lets you control the color of your Pro Series 
HD Colours underwater lights at the touch of a button. This touch sensitive 
intelligent control keypad enables the user to easily program up to 8 lighting 
effects with a choice of up to 6 million colors.

The Colours application includes a strobe feature which can be used to attract 
fish, strobe to music by incorporating into your existing on-board sound 
system, or flash a warning using the panic mode feature.

For wifi control, see the DMX Wifi Touch Panel Controller.

Description Part # UPC/EAN #

DMX Touch Panel Controller 001-500596 5051803003878

Quick Specs

6 MILLION ESA / ESA2 WALL
MOUNT-

ABLE

IP 8 
DYNAMIC 
/STATIC 
SCENES

5.5 - 12 BUILT-IN 
HARD
DRIVECOLORS SOFTWARE 20 vDC
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LIGHT. YEARS AHEAD.

Contents include: 
 
1 S.T.I.C.K hardware

1 software: ESA/ESA2

1 user manual

1 mini USB cable

1 power supply with connector block for 
DMX connection

1 IP68 pre-rigged cable

Specifications DMX Touch Panel Controller
Power Supply From 5.5v to 12vDC (AC/DC adapter in 

option)

Software ESA on PC/Windows
ESA2 only on PC/MAC

Computer Requirement Windows XP/VISTA/SEVEN 32/64 
bits and USB 2.0 (MAC OSx ESA2 only 
soon)

Connections Power (2 pins) DMX (3 pins) Port (2 
pins) Micro-usb

Certifications EC, EMC, ROHS, ETL, UL (some in 
process)

Operating Temperature 0˚C to 50˚C

Physical Specifications
Dimensions 86 x 86 x 10mm

Weight 130g 

Available Memory
Channels Steps

8 326

16 192

32 102

48 68

64 50

80 38

96 31

112 25

128 21


