
M A R I N E  S T E R E O  C O M PA R I S O N

F O R  M O R E  I N F O R M AT I O N  V I S I T:  F U S I O N E N T E R TA I N M E N T. C O M

Line Out
Subwoofer Out
Display

Tuner

iPod/iPhone
Android/Windows MTP Support
USB
Pandora
Bluetooth
SiriusXM Ready

NMEA 2000 Certified
FUSION-Link NMEA 2000
FUSION-Link Ethernet/Wi-Fi
FUSION-Link Bluetooth
CONSTRUCTION
Water Resistance

Multizone
Auxiliary
Internal UNI-DOCK

VHF

Amplifier

FUSION STEREO UNITS

MEDIA

Chassis

DVD/CD
HDMI
Audio Return Channel
CONNECTIVITY

Power 4x70W (@ 2 Ω) 4x70W (@ 2 Ω) 4x70W (@ 2 Ω) 4x70W (@ 2 Ω)
Class-D Class-D Class-D Class-D

4 (1 per zone) 4 (1 per zone) 3 (1 per zone) 3 (1 per zone)
4 (1 per zone) 4 (1 per zone) 3 (1 per zone) 3 (1 per zone)

16:9 Color LCD 16:9 Color LCD 128 x 64Mono Chrome LCD 128 x 64Mono Chrome LCD
4 Zones 4 Zones 3 Zones 3 Zones
2 Inputs 2 Inputs 2 Inputs 2 Inputs

AM/FM AM/FM AM/FM AM/FM

-

-

- -

-

-

-- -

- ---

IPx5 IPx5 IPx5 IPx5
Glass Reinforced Composite Glass Reinforced Composite Glass Reinforced Composite Glass Reinforced Composite

SPECIFICATIONS

MS-UD750 MS-AV750 MS-UD650 MS-AV650 MS-RA205

--

MS-RA50

4x50W (@ 4 Ω)
Class AB

1 (Zone 3)
1 (Zone 3)

2.6” Display LCD
3 Zone

2 Inputs

AM/FM

-

-
-

-

-

IPX3 (MS-NRX200i IPX5)

-

4x50W (@ 4 Ω)
Class AB

1
1

Dot Matrix LCD
2 Zones

1

-

-
-

-

-

-

-
MS-BT200 Required

IPx5
Cast Aluminium

AM/FM

2x40W (@ 4 Ω)
Class AB

1
-

2.3” LCD Display
1 Zone

1

AM/FM

-

-

-

-

-

-

-

-

-

-
MS-BT100 Required

IPx5
Cast Aluminium

-

-
-

MS-BB300R

---

-

-

-


