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SCANSTRUT POWERTOWER
NEW APT-150/250 RANGE FOR 2015

Bringing further evolution in design and 
performance, the APT-150/250 Range includes
the following NEW features.

• Central Accessory Bar with Easy-Fit Mount System for 
Fast Installation

• 100% Watertight Installation; No Sealant Required

• No Visible Cables

                                   

s Options for 16mm to 40mm 
            Connectors

    NEW 

FOR 2015

NEW Part No.                        Description                        $RRP

           
APT-150-01    (Replaces APT19000  Aluminum PowerTower (150mm/ 6”) for Radomes       335.00    
           and APT-5-1)

APT-250-01    (Replaces APT19001           Aluminum PowerTower (250mm/ 10”) for Radomes       345.00   
           and APT-10-1)

APT-GPS-01                            Central Antenna Bar (1” x 14 TPI Thread)        125.00

APT-LB-01                      Central Lightbar           125.00

APT-LB-GPS2-01                     Central Bar & Wing Plate for 2 x Antenna +                      240.00
                                    1 x Navlight  
         
                                                 www.scanstrut.com   

Central Accessory Bar with Easy-Fit Mount System

• No drilling required 
• Easy to retofit or remove central bar
• Fit single/ multiple antennas
• Aluminum Powder Coated to match APT look

100% Watertight Installation

• Internally Mounted Scanstrut DS-30 Cable Seal
• Marine Sealant not required
• No need to cut cables or remove plugs
• Inserts included to fit cables from all major radomes

Integrated Cable Sealing

• No cables on view; all internally routed


