
As competitors have struggled to catch up to the performance and value 
of our phenomenally successful SeaBlazeX, Lumitec has pushed ever 
farther ahead.  Introducing SeaBlazex2. Available in dual-color or full-color 
Spectrum output, SeaBlazeX2 delivers the exceptional performance, quality, 
and value of the industry-leading SeaBlazeX, with 60% greater output.

The dual-color SeaBlazeX2 offers white , blue color options and an internally 
synchronized white/blue cross fade mode, while SeaBlazeX2 SPECTRUM 
delivers a nearly limitless palette of intense, rich, vivid colors with a relaxing 
color cycle mode. Both versions deliver more than 5,000 TRUE integrating-
sphere measured lumens, surface mount, no external drivers, and a 
pedigree of reliability recognized the world over. The bar has been raised 
once again.
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3.85” Dia. X 0.71” D
Mounting Hole Size: 0.5” Dia. 

SeaBlazeX2
LED Underwater Light
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SeaBlazeX2 Underwater Light 
The bar has been raised once again!

• 5000+ TRUE Lumens Output
• Highest “Lumens per dollar” value 
 on the market
• Available in Dual & Spectrum Color
• Naval Grade Bronze Housing
• More lumens for lower price than 
 all the compatible Competition

Lumitec SeaBlazeX2 to OceanLED Sport Series Comparison

SeaBlazeX2 Features:

( 5 6 1 )  2 7 2 - 9 8 4 0     l u m i t e c l i g h t i n g . c o m

SeaBlazeX2

SeaBlazeX

3.94” Dia. X 0.85” D
Mounting Hole Size: 0.5” Dia. 

* Integrating sphere measured lumens (white) within 1 minute of initial startup.

* Integrating sphere measured lumens (white) within 1 minute of initial startup.

SKU COLOR OUTPUT HOUSING CRI CCT VOLTAGE 12VDC 24VDC LUMENS*

101516 Dual Color White/Blue  Bronze 70+ 6500 10-30vDC 5A 2.5A 5000*

101515 Spectrum Full-Color RGBW  Bronze 70+ 6500 10-30vDC 5A 2.5A 5000*

SKU COLOR OUTPUT HOUSING CRI CCT VOLTAGE 12VDC 24VDC LUMENS*

101140 Single Color White  Bronze 70+ 6500 10-30vDC 5A 2.5A 4000*

101141 Dual Color White/Blue  Bronze 70+ 6500 10-30vDC 3.6A 1.7A 1500*

101320 Spectrum Full-Color RGBW  Bronze 70+ 6500 10-30vDC 5A 2.5A 3000*


