
The A-Series LED Accessory Light is the universal light that can be used just about anywhere. Vehicle cabs, boat cabins, work 

vehicle beds, under the hood of a vehicle and trunks are just a few of the places where the A-Series can provide handy bright 

lighting in otherwise dark environments. The A-Series has a durable compact aluminum housing and includes rubber flat-

mount, 3M™ VHB™, 2 way pad for flat mounting, and radius tube-mount adapters, which provide side or bottom wire exits to 

accommodate different applications. It is lightweight, waterproof, and available in a variety of different LED colors in high and 

low power versions. The versatility of the A-Series makes it an easy installation on almost anything.

COLOR SELECTION

A-SERIES®

COOL WHITE RED BLUE AMBER GREEN

• Cool White matches 
   the kelvin of all other  
   white LED lights.

WARM WHITE NATURAL WHITE

• Warm White is
  comparable to a 60-watt
  incandescent light bulb 

• Natural White is similar
  to being  outside on a
  sunny day.

MINIMUM
SPACE.

MAXIMUM
POWER. 
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LIGHTS COME WITH

SPECIFICATIONS

BLACK WHITE TRIPLEX™

LIGHT  
COLOR

SINGLE  
PART NO

PAIR  
PART NO.

SINGLE  
PART NO

PAIR  
PART NO

SINGLE  
PART NO

PAIR  
PART NO

LOW
POWER

WARM WHITE 480013 482013 480133 482133 - -
NATURAL WHITE 480023 482023 480143 482143 - -

COOL WHITE 480033 482033 480153 482153 - -
RED 480043 482043 480163 482163 - -
BLUE 480053 482053 480173 482173 - -

GREEN 480063 482063 480183 482183 - -
AMBER 480343 482343 480323 482323 - -

HIGH
POWER

WARM WHITE 480073 482073 480193 482193 480253 482253
NATURAL WHITE 480083 482083 480203 482203 480263 482263

COOL WHITE 480093 482093 480213 482213 480273 482273
RED 480103 482103 480223 482223 480283 482283
BLUE 480113 482113 480233 482233 480293 482293

GREEN 480123 482123 480243 482243 480303 482303
AMBER 480333 482333 480313 482313 480353 482353

BOTTOM
WIRE EXIT

SIDE
WIRE EXIT

SIDE OR BOTTOM
WIRE EXIT

*Dimensions shown without adapter

TRIPLEX™

Triplex™ coating is three to five times stronger than MIL-A-8625, 
the military set specification for anodic coatings. Salt chamber 
testing exceeded 9,000 hours with zero pitting or corrosion.

FLAT MOUNT TUBE MOUNT

DIMENSIONS & MOUNTS

3”

1.625”

FEATURES
• 50,000+ Hour Lifespan
• 10-28 VDC
• Durable UV Polyester Powder Coat
• 2-Wire Open Lead for Convenient Wiring
• High-Grade Aluminum Alloy Heatsink
• Integrated Thermal Management System
• Impact Resistant Polycarbonate Lens
• IP69k Compliant – Dust / Water Ingress
• Mount Adapters Included

• Over / Under Voltage Protection
• Operating Temp -40º F ~ +145º F / -40º C ~ +60º C
• Protected Against RFI / EMI
• Patented Technology
• Reverse Polarity Protection
• RoHS Compliant
• SAE J575 Compliant – Shock / Vibration

• Epoxy Sealed, No Vent

• 24” Molded Wire Ingress

• Mounting Hardware
• 2 Mounting Hole Rubber Plugs
• 1 Adhesive Primer
• 1 VHB Mount Tape
• 1 Flat Mount Adapter
• 1 Tube Mount Adapter
• 3ft. Wire Extension
• 2-Wire Open Lead, No Connector
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