
RACE MODES ALSO INCLUDED

FEATURES
• 9-16 VDC
• 28” Rear Facing Light Bar
• 50,000+ Hour LED Lifespan
• 27 Pre-Programmed Effects
• Sleek Look - No Exterior Hardware
• User Defined Programming & Usage
• Over 300,000 Available Configurations
• Amber, Red, White, Blue, and Green LEDs
• Supports Running, Brake, Reverse, and Turn Signals
• 4 Programmable Modes - Running & 3 Auxiliary Triggers
• Durable UV Polyester Powder Coat

• Pressure Equalizing Vent
• High-Grade Aluminum Alloy Heatsink
• Integrated Thermal Management System
• Impact Resistant Polycarbonate Lens
• IP68 Compliant - Dust/Water Ingress
• Over/Under Voltage Protection
• Operating Temp -40˚F - +158˚F
• Protected Against RFI/EMI
• Reverse Polarity Protection
• SAE J575 Compliant - Shock/Vibration
• Limited Lifetime Warranty

DIMENSIONS

SPECIFICATIONS

CHASE LIGHT BAR A B C

28” CHASE Light Bar 2.05” 2.40” 28.27”

BC

A

* Raw Lumens is based on LED manufacturer specifications.**Distance with .25 lux and Peak Beam Intensity are tested using ANSI/NEMA FL standards.

SIZE PART NUMBER
WT

(LBS.) LED SPECS WATTS AMP DRAW @ 14VDC LEDs *RAW LUMENS

28”

901801
Tube Mount

4.0

Red 25.1 1.79 26 1,602

White 13.1 0.94 14 2,010

Amber 23.9 1.7 26 1,622

901802
Surface Mount

Green - - 6 146

Blue - - 6 432

SELL SHEET / CHASE LIGHT BAR


