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Freedom Domes

Overview
The Freedom provides Dual Band MU-MIMO 2.4Ghz + 5Ghz WiFi in a convenient easy to mount 
format. The dome is complete with stainless steel 1-14” female thread mount. Power and 
connection are provided by a single 12vdc PoE cable for easy installation. When connected to a 
wireless router, the Freedom provides Internet connectivity for numerous connected devices. The 
system comes with a user-friendly web-based interface and there is no software to install. The 
Freedom LTE-A has a built-in universal SIM slot that allows users access to cellular in addition to WiFi.

Features
• Dual Band WiFi 2.4 and 5Ghz (5.1-5.8Ghz)

• MIMO (Multiple Input/Multiple Output) enclosed 
antenna array

• Single cable 12vdc PoE (Power Over Ethernet)

• Easy install with standard 1”-14 threaded base
• 10” X 12” and weighs only 4lbs
• Cat6 Global LTE-A cellular*

(*on Freedom LTE-A model)

From the settings page Statically set your device for 
customized networking. Change the transmission power 
with ease.

Our proprietary Graphic User Interface provides easy access to 
all functions and makes connecting a breeze.

Availability of public wireless LAN access points may be limited. The transmission speed over the wireless LAN and the distance over which wireless LAN can reach may vary depending on 
surrounding electromagnetic environment, obstacles, access point design and con� guration as well as client design and software/hardware con� gurations. The actual transmission speed 
will be lower than the theoretical maximum speed. Wireless connectivity and some features (i.e. VoIP) may require you to purchase additional software, external hardware or services. 
*Actual distance may be a� ected by the strength and quality of the Hotspot signal, as well as having a clear line of sight to the boat. As we strive for constant product improvement, prices 
and speci� cations are subject to change without notice.
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Mobile Data Interfaces
NOTE: Updating the settings for a mobile data interface will automatically reset the device, disconnecting 
any active internet connection from it. Typically, the reset process can take up to 1 minute. You can then 

try reconnecting to it after this time period has elapsed.

Mobile Data 1 Settings
Device IMEI:  225544886459821

Protocol:  Modem autodetecting protocol
APN:  

SIM Card PIN Code: 
PAP/CHAP Username: 
PAP/CHAP Password: 

Allowed Network Modes: 

Modem Ready Delay: 

LTE UMTS GSM CDMA TD-SCDMA
(Leave all unchecked if unsure)

Authentication Type: None 

0 sec 

Verizon

Connection: Mobile Data 1
IP: 10.58.77.12  (DHCP)

Internet:  AVE
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IP: 10.58.77.12  
Connection: Mobile Data 1

(DHCP)
Internet:  Verizon

NOTE: If you have mobile broadband devices installed and
need to reset them (i.e. adding and/or removing SIM cards,

etc.), please disconnect any existing connections below, then
click on the red “X” next to “Internet:” on the top right to reset

the devices.

Available wireless networks
(32)
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Sort networks by:

Signal strength only Security, then signal

Current connection (Click here to disconnect.)
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Freedom Domes

Model

WiFi Frequency 

WiFi Type

Cellular Bands

Dimensions

Power

Freedom Dome

2.4 & 5Ghz (5.1-5.8Ghz)

MIMO (Multiple Input/Multiple Output)

N/A

10” x 12” 4lb< Dome 

DC Power 12-V-2A

Freedom Dome LTE-A

2.4 & 5Ghz (5.1-5.8Ghz)

MIMO (Multiple Input/Multiple Output)

4G LTE-A Cat6: B1, B2, B3, B4, B5, B7, 
B12, B13, B20, B25, B26, B29, B30, B41

10” x 12” 4lb< Dome

DC Power 12-V-2A

03212022

The Freedom Domes provide Dual Band 2.4Ghz + 5Ghz WiFi solutions in a convenient dome 
format. Stainless Steel 1-14” thread, a marine standard, makes mounting easy, as does a single 
cable that provides both power and data. The Freedom LTE-A includes a built-in cellular antenna 
and universal SIM slot to add cellular access in addition to WiFi capabilities. Freedom Domes 
connect easily to Wave WiFi routers and Access Points. The Freedom Dome has a host of easy to 
use functions and controls.

Wave WiFi products off er outstanding performance through 
the proprietary firmware technology embedded in each unit. 
The Web based firmware permits the user to scan for hotspots 
and provides a detailed diagnostic of the quality of each 
hotspot. The Graphical User Interface allows the user to see 
the signal strength and quality in real time of any connected 
hotspot.

Comparison Chart




