


GAUGE
SIZE

CONDUCTOR 
STRANDING

NOM. 
INSULATION (IN.)

NOM.
 O.D. (IN. )

NOM.
CIRCULAR MILS

NOM.
MM2

APPRX 
LB/M

6 7x38/0.0100 0.060 0.350 26600 13.5 136

4 7x60/0.0100 0.060 0.400 42000 21.3 189

2 7x95/0.0100 0.060 0.465 66500 33.7 292

1 19x44/0.0100 0.080 0.550 83600 42.4 360

1/0 19x56/0.0100 0.080 0.600 106400 53.9 450

2/0 19x70/0.0100 0.080 0.650 133000 67.4 551

3/0 19x88/0.0100 0.080 0.705 167200 84.7 670

4/0 19X111/0.0100 0.080 0.780 210900 106.9 820
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            Black                  Red                   Or ange                  Y ellow                  Green                  Whi te

Color Options for Marine Battery Cable

PacerGroup.net
Corporate Offices

1555 Apex Road Sarasota, FL 34240
Online Store

Toll Free: 1.800.424.9549Phone: 941.378.5774

Built for durability, �exibility, 
and longevity in the harshest
marine environments

So �exible that you can tie it into 
a knot without compromising 
any of its qualities

Proprietary insulation ensures the 
highest level of protection available

Ease of installation and the longevity of 
its design have helped solidify this battery
cable as the choice of boating professionals


