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Camera Options:

Specifications:

Iris Innovations Ltd. Unit 240 Ordnance Business Park, Aerodrome Road, Gosport, Hampshire PO13 0FG. United Kingdom
Tel: +44(0)2392 556509. email: info@boat-cameras.com. web: www.boat-cameras.com

Model 
No. Format Resolution Lens Horizontal Field of View

S060 Analogue 1000TVL

3.6mm Stand-
ard, 1.8mm &  
2.8mm Option

3.6mm: 80˚HFOV 2.8mm: 120˚ HFOV, 1.8mm 160˚HFOVS160 HD-TVI 1920 x 1080

S460 IP 1920 x 1080

IRIS-S060 IRIS-S160 IRIS-S460

Sensor 1/3” Sony CCD Sensor 1/4” CMOS Sensor

Resolution 1000 TVL 1920x1080 Variable - 1920x1080P (2MP) Max

Interface NA RJ45 10/100 Base T Ethernet

Video Processing 1VP~P CVBS Composite Video 75Ω HD-TVI / HD-CVI / AHD Switchable H.264 Codec / Dual Stream

Protocols / Video Format PAL / NTSC Selectable HD-TVI / HD-CVI / AHD TCP/UDP/HTTP/Multicast/UPnP/NTP/RTSP/ONVIF

Onvif NA Profile S v2.4

Bitrate NA VBR / CBR 32kbps ~ 8Mbps

Illumination 6 x 850nm Infra Red - 10 meter Range

Lens / Field of View 3.6mm Standard (80˚HFOV) / 2.8mm Option / 1.8mm Wide Angle Option

Mirroring Horizontal & Vertical - Configure via OSD Menu Horizontal & Vertical - Configure via Browser

Automatic Gain Control Supported / Multiple Levels

Compatibility All MFD’s with Composite Video Input, TV 
via AV Input, CMAC Camera Management 

Systems

MFD’s with Digital (HDMI/DVI) Input with 
TVI-HDMI Convertor, MFD’s via IRIS NVR/HVR, 

CMAC Camera Management Systems

Raymarine / Axiom (LH2 or higher), NAVICO MFD’s inc SIM-
RAD / LOWRANCE, B&G, Furuno Timezero v4.1 and higher.
PC based systems, MFD’s with digital (HDMI / DVI) Input, 

MFD’s via IRIS NVR/HVR, IE Browser, CMAC systems

Operating Temperature -30 ~ +60˚C

Connections Video: BNC 75Ω Female Connector / DC Power Socket Water Resistant RJ45 Socket / Non PoE with DC Power 
Socket

Material 316 Stainless Steel

Power 12VDC  < 200mA Max. PoE IEEE802.3af / 12VDC <200mA Max.

Weight & Dimensions 0.420Kg / 59.5mm ø x 52.93mm H

Environmental IP66
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