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BOLT THE TOP PLATE 1  TO THE SEAVIEW MODULAR MOUNT USING THE 8 BOLTS 1.

3 . MAKE SURE THE MODULAR TOP GASKET IS ALIGNED IN THE MODULAR TOP 

GROOVE. THE GASKET SITS BETWEEN THE MOUNT AND THE TOP PLATE.

PASS YOUR STARLINK CABLE THROUGH THE RUBBER GROMMET 2 , THEN RUN IT ALL 2.

THE WAY THROUGH THE TOP PLATE AND MOUNT.

ALIGN THE GROMMET 2  TO THE LIP IN THE CENTER OF THE PLATE 1 . MAKE SURE 3.

THE GROOVE IN THE GROMMET IS SECURELY WRAPPED AROUND THE PLATE LIP.

BOLT THE STARLINK WEDGE BASE TO THE TOP PLATE 1  USING THE 4 BOLTS 4.

PROVIDED 6 . THE BOLTS ARE INSTALLED FROM THE BOTTOM UP TRAVELING FIRST 

THROUGH THE S.S. WASHERS 7 , THEN THE TOP PLATE 1 , THE STARLINK WEDGE 

BASE PLATE, THE PLASTIC WASHERS 5 , AND FINALLY INTO THE NYLOC NUTS 4 .  

ITEM NO. PART NUMBER DESCRIPTION QTY.
1 ADASTLKA STARLINK MARITIME TOP PLATE 1

2 ADAGMT RUBBER GROMMET 1

3 51618114FHCS 5/16"-18 X 1.25" S.S. FLAT HEAD 
BOLT 8

4 51618NUT 5/16" S.S. NYLOC NUT 4

5 515NW 5/16" NYLON WASHER 8

6 51618112BHCS 5/16"-18 X 1.5" S.S. BUTTON HEAD 
BOLT 4

7 516SSW 5/16" S.S. WASHER 4
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