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Technical 
IP Waterproof Rating IPX6 Front and back

Cable Diameter Ø 4.7 mm (0.185")

Cable bend Radius (4xD) 18.8 mm (0.74")

Cable AWG 20 AWG

Cable Length 300mm

Input voltage 10-30V DC (12/24V System)

Input current max 2A

Output power max 15W (12V 1.25A)

Standby power max <1.2W

Certification
CE, UKCA, FCC, ROHS, 
C-Tick, UN ECE R10, E24, 
PSE Certified
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Visible thickness 
after installation.Radius 10 mm (0.39")

mailto:usasales%40scanstrut.com?subject=Product%20Technical%20Information
mailto:usasales%40scanstrut.com?subject=SC-CW-07FT%20Technical%20Information
mailto:sales%40scanstrut.com?subject=Product%20Technical%20Information
mailto:sales%40scanstrut.com?subject=SC-CW-07FT%20Technical%20Information


Email: usasales@scanstrut.com

Rev B Page |  2

Email: sales@scanstrut.comWaterproof Wireless Charger Sub 3 Coil 15W  SC-CW-7GT

White LED Constant: ON Charge

Red LED Constant: Standby (power ON)

Red LED Flashing:

Foreign object detection: metallic object placed on top that 
is not Qi compatible.

OR

Thermal cutout: The internal temperature is too high/ low. 
Wait for product to return to operating temperature.

Min mounting 
material thickness 

>3mm (0.1")

Bend Rad = 4x øMin cavity space
>54.5mm (2.15")Recommend 

2.5mm (0.1")
recess

Recommend >0.5mm 
(0.2") clearence

LED Indicator
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50 mm

2" 

Warning Check Scale 

Print document 1:1 
scale for correct 

cutting template size. 
Paper Size A4

Recess Template 1:1 Scale

Rad 10.5 mm (0.41")

86.1 mm (3.39")
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Cutting Template 1:1 Scale

ø6 mm (0.24")

ø10 mm (0.39")

61.5 mm (2.42")
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Drill holes
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