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30A & 50A Cordset Instruction Manual : °
s suh €2 SMARTPLUG

* Misuse of this product can result in failure, fire or death by electrical shock
* NEVER alter the SmartPlug cordset or connectors in any fashion

Proper Use) 4 Boat Side s )
Connecting the cordset

1. To prevent personal injury and equipment damage, turn the dockside outlet’s power \
switch and the boat’s internal shore connection switch to the off position Q
2. Plug the boatside connector into the boat’s shore power inlet i A

3. Plug the dockside plug into the dockside power outlet and turn power back on Straight contacts \| 30A
. . Over 20x more @
Disconnecting the cordset contact surface area

1. To prevent personal injury and equipment damage, turn the dockside outlet’s power = T
switch and the boat'’s internal shore connection switch to the off position ( Face Seal

2. Disconnect the dockside plug from the dockside outlet Protects internal

3. Disconnect the boatside connector from the boatside inlet contacts from moisture

__

Rear locking point
Snaps onto stainless
inlet’s locking cap

WARNING - Make sure power outlet and main circuit breakers are switched off before
connecting this cordset. This will help to prevent electrical shock, fire, and damage to on-board
electronics. Once this cordset is connected, turn on the main breaker at the pedestal and check
LED Status lights for indication of fault.

Care)

WARNING - Before performing shore power maintenance of any kind, disconnect

the cordset by following the instructions listed above. : |)/=/”" Reverse Polarity Indicator Light
) Z When the SmartPlug cordset is connected to a power source the LED lights on the Female
plug end will indicate the following:

- Blue ON Red OFF: Normal power condition. OK TO PROCEED.

- Blue ON Red ON: L1 and Neutral are swapped in a reverse polarity condition.
50A DISCONNECT CORDSET FROM POWER SOURCE AND IMMEDIATELY CONTACT MANAGEMENT.

- Blue OFF Red ON: L1 and Ground are swapped in a DANGEROUS reverse polarity condition.

Reverse Polarity
Indicator Light

Side locking levers
316 Stainless Steel levers
lock connector into inlet

Inspection - Before using, inspect the condition of the connections at both ends as well as the
boatside inlet and dockside outlet for signs of corrosion or overheating. Corrosion typically
presents itself as tiny green or black dots on the electrical blades themselves, and can
eventually lead to overheating of the connection. Overheating typically presents itself as

d|scoI9rat|on or meltlpg around the.electrl-cal contacts. If any component displays signs of DISCONNECT CORDSET FROM POWER SOURCE AND IMMEDIATELY CONTACT MANAGEMENT.
corrosion or overheating, replace it immediately. \ - Blue OFF Red OFF: No Power condition. CHECK CONNECTION AND POWER.
Cleaning - At regular intervals, clean external surfaces with fresh water. In the event of salt /

water immersion, wash connectors out at both ends with fresh water, and hang upside-down
until thoroughly dry before using. Coating easily reachable electrical contacts with a (
moisture-displacing lubricant will extend the life of the product.

Storage )

Thoroughly dry off all surfaces and store cordset in a dry indoor location. For additional

Ergonomic Grip

protection and for short per!ods of outdoor non-use, consider protecting the boatside end of Thumbprint depression ¢
your shore power cordset with the SmartPlug Weatherproof Cover (#A1001) shows correct alignment
Warranty)

SmartPlug Systems warrants its products with a limited 7 year warranty from the original date \

of purchase. See the SmartPlug website for details: https://smartplug.com/warranty
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4ft PIGTAIL ADAPTERS

SM ARTPLUG 30A & 50A Marine Boatside &

MATES TO MATES TO
Innovations in Power Delivery Plgtall Adapters Owner’s Manual Hopuslels RE%‘;ET'_(:&?E
AVAILABLE IN @
25ft & 50ft
15 Amp STD
Wall Plug

]

15 Amp STD
Wall Plug

BF30

BM30ONT BM30PW BM30PG BM30PB C30253 C30503W
White .

S0ft 30 Amp

Female
SmartPlug

125V £ N 30 Amp

By Female
250V @r\Rﬂ‘LUG SuartPLuG . — : / Twist-type

BF50
BM50S BM50PW BM50PG BM50PB C50254 C50504W

White
SmartPlug

o 2
2 E J - Twist-type
W < }SQ
) MARTPLUG
E 304 Breaker
— 50 Amp
3 (a1] Female
Twist-type
TR
STAINLESS STEEL / ELCI SENSOR / BREAKER NON-METALLIC / ELCI SENSOR / BREAKER .
Designed to work specifically with ELCI30BRKERSS & ELCI50BRKERSS  Designed to work specifically with ELCI30BRKERNMW & ELCI50BRKERNMW v 50
mp " ; mp
Male v : Female
Twist-type = CM5004460729R SmartPlug
Us p- c P® C € Additional details & configurations at www.smartplug.com OMBS2020
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