
70 Series Screwless Flush Mount Rod Holder
· 316L Stainless steel
· 1-5/8” Inner diameter
· 2-1/8” Outer diameter
· Fits 2-3/16” hole diameter
· Cap size 4-1/2” long x 3-5/8” wide
· 9” Tube length
· 1/4” wide x 1/2” tall gimbal bar
· Cast models feature a 1/2” drain hole
· No logo on cap for a sleek low profile
· Liner runs the full length of the tube
· Each rod holder includes a backing plate and installation nut
· Installation requires Model # 53679 Installation Socket

Model No. Degree Bottom Style Liner Color

53676 0º Bar Black 

53677 15º Bar Black 

53678 30º Bar Black 

53676C 0º Cast Black

53677C 15º Cast Black

53678C 30º Cast Black

Console Backing Plate 
· Fits 15º 70 Series Screwless rod
holders

· Narrow edges provide stability and
strength in limited spaces

Model No.   
53677BP2

Installation Socket 
· Required for installation of screwless
rod holders

· Fits 1/2” drive ratchet wrenches

Installation Crowfoot Wrench
· For use with 70 Series Screwless rod
holders

· Allows for installation in locations
with limited space

Model No.   
53697A

Model No. Fits Rod Holders

53679 70 Series Screwless

53689 80 Series Screwless


