
 FEATURES  BENEFITS  COMPETITIVE ADVANTAGES

High F low Impel le r  Des ign 
Heightened Ef f ic iency and an 
Increased Flow Rate 

Most Ef f ic ient  and Highest  F low in 
G PH Capaci ty  Category

Quick-Change Motor Connect ion
Enjoy Quick and Hassle-Free Cartr idge 
Motor Changes or  Capaci ty  Upgrades

Industry  F i rst  and Only Cartr idge 
Motor Pump with included harness 
connect ion requir ing no cutt ing and 
spl ic ing of  wires

Durab le  Thermoplast ic  Hous ing 
Des ign Commonal i t y  w i th  Removable 
Motor  Car t r idge

Common Body A l lows In terchangeable 
Motor  Car t r idge Replacement  to  the 
Same or  D i f fe rent  S ize

Upgradeable  Car t r idge Motors

Water-Cooled Motor,  316 Sta in less 
Stee l  Shaf t  and Permanent ly 
Lubr icated Double  Bear ings

Corros ion Res is t ant  and Extended L i fe

Check Va lve
Reduces Cyc l ing f rom Water  Back 
F low

Stra ight  or  90-Degree Dura  Por t 
D ischarge Por ts

Al low Mul t i -D i rect iona l  Hose Rout ing 
and E l iminate  St ress Crack ing wi thout 
D isengaging Hoses or  Remov ing 
Pump

Molded T-Slot Easy  Inst a l la t ion wi th  Swi tches

Cl ip- In  Basket Ease of  Ins t a l la t ion & Maintenance

AVAILABLE SIZES
500 GPH 12V
800 GPH 12V

www.johnsonpumpmarine.com

AQUA VOID CARTRIDGE BILGE PUMP



TECHNICAL SPECIFICATIONS

PART 
N U M B E R

PU M P 
S I Z E D E SCR I PTION

CAPACITY 
STRAIG HT (12V)   

VOLTAG E AM P FUS E  
S I Z E

HOS E 
CON N. 

G PH L/ M I N

10-13626-01

500 
GPH

Aqua Void

600 38 12V 2.7A 3.5 A  3/4"10-13635-01 Aqua Void Automatic - Ultima Combo

10-13637-01 Aqua Void Automatic- Electro-Magnetic Combo

10-13626-05

800 
GPH

Aqua Void

785 50 12V 3.7A 5 A 3/4"10-13636-01 Aqua Void Automatic - Ultima Combo

10-13637-02 Aqua Void Automatic- Electro-Magnetic Combo

Aqua Void Cartridge Bilge Pump: Non-Automatic Submersible Bilge Pumps

Cartridge Motor: Replacement Cartridge

Standard Features: All Cartridge Pumps

Pump Dimensions

BODY ABS D U RA PORT PA66/GF - Nylon

S HAFT 316 Stainless Steel S HAFT S EAL Nitrile Rubber

MOTOR CARTR I DG E PC-ABS WI R E S I Z E 16 GA, TINNED

SPX FLOW, Inc. reserves the right to incorporate our latest design and material changes without notice or obligation. Design features,  
materials of construction and dimensional data, as described in this bulletin, are provided for your information only and should not be relied upon 
unless confirmed in writing. Please contact your local sales representative for product availability in your region. The green “  ” is a trademark  
of SPX FLOW, Inc. 
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PU M P 
S I Z E D E SCR I PTION WI DTH 

(A)
H E IG HT 

(B)
LE NGTH 

(C) WE IG HT

500 GPH
Aqua Void 2.75"

(70mm) 
4.69"

(119mm)
5.24"

(133mm)

11.2oz (0,32kg)

800 GPH 12.6oz (0,36kg)

500 GPH
Aqua Void Automatic - Ultima Combo 2.95"

(75mm)
4.69"

(120mm)
6.63" 

(168mm)

17.1oz (0,48kg)

800 GPH 18.5oz (0,52kg)

500 GPH Aqua Void Automatic -  
Electro-Magnetic Combo

3.88"
(99mm)

4.69"
(120mm)

6.17"
(157mm) 

15.9oz (0,45kg)

800 GPH 17.3oz (0,49kg)

Aqua Void

Aqua Void  
Automatic Ultima Combo

Aqua Void  
Automatic-Electro-Magnetic ComboPART 

N U M B E R
PU M P 
S I Z E D E SCR I PTION

09-36336-01 500 
GPH Aqua Series Replacement Cartridge Motor

09-36336-06 800 
GPH Aqua Series Replacement Cartridge Motor

Dimensions include straight fitting installed.


