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Comparison/Product Specifications —
AV 650 vs. AV 750

MS-AV650

MS-AV750

ZCWR

ELECTRONICS

Available via USB on supported Apple, MTP

Album Art and USB flash drive devices

Amplifier Class-D 4 x 70W (@ 2 Q)

Audio Format MP3, M4A, FLAC, CDA, DVD

Audio Zones

3 Zones
(Zone 1 & 2 powered by
internal amplifier)

4 Zones
(Zone 1 & 2 powered by
internal amplifier)

Auxiliary 2 stereo inputs o o
A2DP Audio Streaming with AVRCP Support ¢
Bluetooth and FUSION-Link remote control Note: Album art not
supported using Bluetooth
CD Playback CD/CD-R disks supported ° o
. Glass Filled Composite with Aluminum Heat
Chassis Sink ¢ ¢
128 x 64 Monochrome 16:9 WQVGA Color
Display Optically Bonded LCD Widescreen Optically

Bonded LCD

DVD Playback

DVD Playback with
composite and component
video connections

HDMI connector
outputting standard
definition 576i for DVD
Playback

www.fusionentertainment.com/fusionlink

FUSION-Link for compatible Multi-Function Displays (MFD)

NMEA 2000

Bluetooth Remote control
via Apple or Android

(Range=approx. 30 feet)

NMEA 2000 or Ethernet

Wi-Fi or Bluetooth Remote
Control app for Apple and
Android

(Wi-Fi range approx. 100-
300 feet based on router

capabilities)




iPod/iPhone

Made for iPod and iPhone (1 A charging)

3 4
Line Out (1xL+Rperzone,all | (1xL+R Per zone, all
require amplification) require amplification)
Support for compatible Windows & Android . R
MTP media devices via USB

(Media Transfer Protocol)

Multi-Language
User Interface

English, French, German, Spanish, Dutch,
Italian

Nameable Zones

Yes - Up to 10 characters per zone

NMEA 2000 NMEA 2000 Certified LEN: 1 o o
Support includes Thumbs Up/Down . .
functionality (Pandora for Apple is available

Pandora

via Bluetooth and USB, Pandora for Android
is available via Bluetooth only)

SiriusXM-Ready

(USA Only.) Requires optional SiriusXM
vehicle connect tuner

Sub Out

3 (1 per zone)

4 (1 per zone)

Tuner

AM/FM with RDS where available

Tuner Region

USA — Australasia — Europe — Japan

Waterproof mounting of iPod, iPhone, MP3

UNI-Dock player or smartphone when connected to a

(Optional) Fusion stereo

UsB 1 x USB connector ° °

Water ) o o
. 360° IPx5 fully sealed chassis

Resistance
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