
+12V DC

+24V DC

NEG.

+12V DC

+24V DC

NEG.

+12V DC

+24V DC

NEG.

+12V DC

+24V DC

NEG.

+12V DC

+24V DC

NEG.

CONNECT TO
(+) DC POSITIVE FEED

CONNECT TO
(+) DC LOAD

CONNECT TO
(+) DC LOAD

BATTERY 1
BATTERY 2
BATTERY 3

FROM DC
POSITIVE

100A
DC MAIN

15A15A

15A

15A

15A

15A

15A

15A

15A

15A

15A

15A

15A

15A

15A

15A

15A

15A

15A

TO SHUNT

TO DC
NEGATIVE

REFERENCE
DC MULTIMETER
INSTRUCTIONS

FOR INSTALLATION

CONNECT TO
(+) DC LOAD

CONNECT TO +12V DC

TO DC
POSITIVE

CONNECT TO
(+) DC LOAD

CONNECT TO
(+) DC LOAD

CONNECT TO
(+) DC LOAD

CONNECT TO
(+) DC LOAD

CONNECT TO DC NEGATIVE
(ON CIRCUIT BOARD)

990343690 Rev.000

425 Sequoia Drive
Bellingham, WA 98226
Phone: (360)738-8230
Fax: (360)734-4195

Panel Wiring Schematic
DC Power Distribution Panel
1217/1221/1226/1227 (1221 shown for reference)


