
KEY FEATURES

FULL RANGE SERIES 
MARINE 2-WAY SPEAKERS

CODE PEAK POWER
MS-FR7022 260 WATTS
MS-FR6022 200 WATTS
MS-FR4021 140 WATTS

FOR MORE INFORMATION VISIT FUSIONENTERTAINMENT.COM

IP65 COMPLIANT DESIGN

CURV CONE MATERIAL

ENVIRONMENTAL  
RESISTANT SPEAKER GRILLE

TITANIUM TWEETER DOME

CURV CONE TECHNOLOGY
A woven polypropylene composite, heat pressed to form 
a lighter yet stronger cone that produces unprecedented 
sound definition at a higher output.

TITANIUM TWEETER DOME
A strong, heat-resistant and light material, chosen to 
reproduce bright and critical detail for the true audiophile 
experience.  

TRUE MARINE DESIGN
Complies with international IP65 water and dust resistance 
standards (from the front). Featuring a fully sealed 
crossover and tweeter housing, with a water resistant cone 
and surround.

TRUE MARINE PROTECTION
Engineered to withstand the harsh marine environment 
and tested to international ASTM standards for UV stability 
(ASTM-G154) and salt-fog resistance (ASTM-B117).

3 PAIRS OF SPEAKER GRILLES PROVIDED 
3 different grille options are provided to ensure they 
seamlessly integrate with the aesthetics of your boat or RV. 
Note: MS-FR4021 does not come with the sports  
grille option.

MS-FR4021 does not come  
with the sports grille option.



FUSION PRODUCT INFO
CODE GARMIN PN EAN-13 BARCODE GIFT BOX DIMENSIONS

MS-FR7022 010-01849-00 0753759179076 (W) 433mm (17-1/16”) 
(H) 213mm (8-3/8”)   
(D) 157mm (6-3/16”)

FUSION PRODUCT INFO
CODE GARMIN PN EAN-13 BARCODE GIFT BOX DIMENSIONS

MS-FR6022 010-01848-00 0753759179069 (W) 397mm (15-5/8”) 
(H) 195mm (7-11/16”)   
(D) 150mm (5-15/16”)

FUSION PRODUCT INFO
CODE GARMIN PN EAN-13 BARCODE GIFT BOX DIMENSIONS

MS-FR4021 N/A 0753759177454 (W) 296mm (11-5/8”) 
(H) 158mm (6-1/4”)   
(D) 73mm (2-7/8”)

MS-FR7022 
7” MARINE 2-WAY SPEAKERS

TWEETER TYPE: Titanium Dome

CONE MATERIAL: CURV

MAX. POWER (WATTS):  
260W (per speaker connection)

EFFICIENCY (1W/1M): 91dB

MOUNTING DEPTH: 78mm (3-1/16”)

MOUNTING DIMENSION  
(CLEARANCE): 156.5mm (6-3/16”)

IMPEDANCE: 4 Ohms

FREQUENCY RESPONSE: 60Hz – 22kHz

MS-FR6022 
6” MARINE 2-WAY SPEAKERS

TWEETER TYPE: Titanium Dome

CONE MATERIAL: CURV

MAX. POWER (WATTS):  
200W (per speaker connection)

EFFICIENCY (1W/1M): 91dB

MOUNTING DEPTH: 71.5mm (2-13/16”)

MOUNTING DIMENSION  
(CLEARANCE): 130.5mm (5-1/8”)

IMPEDANCE: 4 Ohms

FREQUENCY RESPONSE: 70Hz – 22KHz

MS-FR4021 
4” MARINE 2-WAY SPEAKERS

TWEETER TYPE: Titanium Dome

CONE MATERIAL: CURV

MAX. POWER (WATTS):  
120W (per speaker connection)

EFFICIENCY (1W/1M): 87dB

MOUNTING DEPTH: 54mm (2-1/8”)

MOUNTING DIMENSION  
(CLEARANCE): 98.5mm (3-7/8”)

IMPEDANCE: 4 Ohms

FREQUENCY RESPONSE: 90Hz – 22kHz

195mm [7-11/16”]
76mm [3”]
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SPECIFICATIONS & DIMENSIONS


