UC130-Svs

CYLINDER

APPLICATIONS

WARNING

These recommenda-
tions should be used as a
general reference only.
Final selection should be
made with the assistance
of a qualified installation
technician.

For any further informa-
tion please contact our
Technical Service.
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ENGINE

Mercury®
Mariner®

Evinrude®

Yamaha®

Honda®

Suzuki®

Tohatsu®

Selva®

Johnson®

OXE®

POWER

115-125-150 EFI 2S

225-250 EFI 2S

135-150-175 OPTIMAX
200-225-250 OPTIMAX
RACING 300 OPTIMAX

250 SALTWATER EFI 45
135-150-175-200 VERADO L4
FOURSTROKE 175-200 V6
FOURSTROKE 225-300 V8

E115-E130-E135 25 V&t
E150-E175-E200-E225-E250-E300 2S V6

115C-130B 2S

150F-200F-250G 2S

150 HPDI VMAX 2S
175-200-225-250-300 HPDI VMAX
)

F115-F150 EFI 4S
F200-F225-F250 4S
F115-F150-F175-F200 L4
F200-F225-F250-F300 V6 45
F350 45V8

BF135-BF150 4S
BF150 V-TEC4S
BF175-BF200-BF225- BF250 45

DF100-115-140 45
DF150-175-DF200 L4 4S
DF200-DF225-DF250-DF300-DF350 V6 4S

115-120-140 2S
70-90-115 TLDI 4S
BFT60-75-90 45

80 PORTOFINO/TIGERSHARK 2S
150 WHITE SHARK 2S

100EFI MARLIN -115 EFI
NARWHAL-150EFI KILLER WHALE
4S

BJ90-115-140 4S
J90-115 V4 2S
J150-175V62S
J200-225 V6 45

200HP DIESEL

T & iy

DRIVING THE FUTURE OF BOATIMNG
YEAR CYLINDER P.No. PACKAGED
1990-2007 UC130SVS-1 43225U  Silversteer1
2000-2007  UC130SVS-1 43225U  Silversteer1
1999-todate  UCI30SVS-1 43225U  Silversteerl
1999-todate UC130SVS-1 43225U  Silversteer1
1999-2011 UC130SVS-1 43225U  Silversteer1
2007-2011 UC130SVS-1 43225U  Silversteer1
2004-todate  UC130SVS-1 43225U  Silversteerl
2018-todate  UC130SVS-1 43225U  Silversteer1
2018-todate  UC130SVS-1 43225U Silversteer1
1995-todate UC130SVS-2 43226 W Silversteer 2
1995-todate UC130SVS-2 43226 W Silversteer 2
1990-2008 UC130SVS-2 43226 W Silversteer 2
1996-2007 UC130SVS-2 43226 W Silversteer 2
200-2008 UC130SVS-2 43226 W Silversteer 2
2000-2008  UC130SVS-2 43226 W Silversteer 2
1999-2007 UC130SVS-1 43225U Silversteer1
2002-2007 UC130SVS-2 43226 W Silversteer 2
2004-todate  UC130SVS-1 43225U Silversteer1
2004-todate  UC130SVS-2 43226 W Silversteer 2
2006-todate  UC130SVS-1 43225U Silversteer1
2005-todate  UC130SVS-1 43225U Silversteerl
2008-todate  UC130SVS-1 43225U Silversteer1
2001-todate  UC130SVS-1 43225U Silversteer1
2008-todate UC130SVS-1 43225U Silversteerl
2006-todate  UC130SVS-1 43225U Silversteer1
2004-todate  UC130SVS-2 43226 W Silversteer 2
2004-todate  UC130SVS-2 43226 W Silversteer 2
2004-todate  UC130SVS-1 43225U Silversteer1
2015-todate  UC130SVS-1 43225U Silversteerl
1995-2008 UC130SVS-1 43225U Silversteer1
2001-2007 UC130SVS-2 43226 W Silversteer 2
2000-todate UC130SVS-1 43225U Silversteerl
2001-2007 UC130SVS-1 43225U Silversteer1
1995-2007 UC130SVS-2 43226 W Silversteer 2
1995-2007 UC130SVS-2 43226 W Silversteer 2
2004-2007  UCI30SVS-2 43226 W Silversteer 2
2018-todate  UC130SVS-1 43225U Silversteerl



ORDER GUIDE:

SYSTEM APPLICATION
Single Engine
Single Cylinder
Upto
350 hp max

For a second station add:

WHEEL
TURNS

55
(UP25)

3.9
(UP33)

T & iy

DRIVING THE

COMPONENTS

Cylinder

Helm pump
Hose Kit

il

Steering wheel

FUTURE OF BOATIMNG

MODEL oty

UC130-SVS
UP25 or UP33-
SVS
KIT OB-SVS
OIL15
(Wheel selection)

=N

1UP25-SVS or UP33-SVS helm pump, 1KIT 0B-2S fitting kit, 1 KIT OB-SVS, 1 0IL 15, 1 steering wheel

Dual engine

Single cylinder Up to 350 hp max

(non-counter rotating
engine)

Up to 600 hp max
(counter rotating
engine)

For a second station add:

55
(UP25)

3.9
(UP33)

Cylinder

Helm pump
Hose Kit

il

Tie bar
Steering wheel

UC130-SVS
UP25 or UP33-
SVS
KIT OB-SVS
OIL15
AL
(Wheel selection)

=N

1UP25-SVS or UP33-SVS helm pump, 1 KIT OB-2S fitting kit, 1 KIT OB-SVS, 11 0IL 15, 1 steering wheel

Up to 600 hp max
(non-counter rotating
engines)

Up to 700 hp
MmaX (counter rotating
engines)

Dual engine
Dual cylinder

For a second station add:

6.6
(UP39)

Culinder
Cylinder Port
Helm pump
Hose Kit

o]]

Tie bar
Steering wheel
Connection Kit

UC130-SVS
UC130P-SVS
UP39-SVS
KIT 0B-SVS
OIL15
A95
(Wheel selection)
KIT OB-DBR130-SVS

=W

1UP39-SVS helm pump, 1 KIT 0B-2S fitting kit, 1 KIT OB-SVS, 2 T fittings 39502 V, 1 OIL 15, 1 steering wheel

WARNING

The UC130-SVS front mount cylinder is not recommended for use in installations where the boat speed exceeds
69 mph (60 knots); (75 mph (65 knots) in dual engine, dual cylinder and counter rotating engines application).

Not intended for use in racing applications.

ATTENTION:

The SilverSteer™ helm pumps are always to be installed in conjunction with the UC130-SVS
cylinder and the reinforced hose kit KIT OB-SVS.
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