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SPECIFICATIONS

POWER
HANDLING 

(MAX)
SYSTEM

IMPEDANCE
FREQUENCY

RESPONSE (±3 dB)
SENSITIVITY

@ 1W/1m
MIDRANGE TWEETER(S) MOUNTING

BRACKET

B40RGB 500 W 4 Ω 130 Hz - 20 kHz 94 dB 4" 1" DOME 1.5" - 2.5" DIAMETER

FEATURES
• 2-Way System
• Rubber Surround
• Polypropylene Cone
• Built-In 2-Channel Class D Amplifier
• 1" (25 mm) Dome Tweeters
• 4" (102 mm) Midbass Driver
• 20 Color Illumination Options
• Multi-pattern Illumination Options
• Wireless Illumination Remote

B40RGB
4" (102 mm) 2-WAY MARINE WAKETOWER/UTV ROLL BAR 
SPEAKER SYSTEM WITH BUILT-IN CLASS D AMPLIFIER
FEATURING BLUETOOTH® CONTROLLER AND MULTICOLOR  
ILLUMINATION OPTIONS & EFFECTS

rev. 010319

FEATURES 20 MULTICOLOR ILLUMINATION OPTIONS 

WIRED BLUETOOTH® MFC
FEATURES
• Bluetooth® v4.0 w/Simple Pairing
• Bluetooth® Audio & Control (A2DP & AVRCP)
• Stream and Control your Favorite Music APPs
• IPX5-Rated (Waterproof/Dustproof)
• Aux-In
• Illuminated Soft Touch Controls

WIRED BLUETOOTH® 
CONTROLLER


