
BLACKOUT SERIES, DUAL ROW 
LED LIGHTBARS  

PRODUCT OVERVIEW
A new and improved design makes the latest generation of Heise Blackout Series LED lights a versatile lighting solution 
for different vehicles and uses. Function meets style with refined frames and cleaner lines for a sleek yet minimalistic 
look. The upgraded optics have changed from a direct to an indirect placement allowing more control of the location 
and pattern of the beam. This allows the lights to be tailored to the vehicle, its entire lighting system, and for the 
driver’s lighting coverage needs. 
The hybrid 90° flood and 8° spot beam pattern combination delivers the best of both worlds with intense spotlights in 
the center flanked by widebeam lights on each side. Heise’s protective vent port allows for internal moisture to escape 
and prevents any external moisture from entering the lightbar housing.

BLACKOUT SERIES, DUAL ROW 
LED LIGHTBARS SALES 386-257-2956 

• Input voltage: 10-30v dc

• Color temperature: 5700k

• Beam pattern: Combo - 90° flood / 8° spot 

• Housing material: die-cast aluminum 

• Color: Black

• Membrane: Protective vent port 

• Lens material: Polycarbonate 

• Mounting bolt drill: 0.25”

• Electronics: Integrated-epoxy encapsulated

• Hardware: Stainless 316

• Operating Temperature: -40˚f to +140˚f

• Protection: Reverse polarity

• Mounting: Side & rear
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HE-BD8 - 8” 12 LED
HE-BD14 - 14” 24 LED
HE-BD20 - 20” 40 LED
HE-BD22 - 22” 40 LED
HE-BD32 - 32” 60 LED
HE-BD42 - 42” 80 LED
HE-BD50 - 50” 96 LED


