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Cockpit Drains
For use with 1-1/2" I.D. hose as part of a self-bailing cockpit system. Features short  
stem and narrow flange for installing through cockpits. Polypropylene construction.

Description
Stem 
Length

Max Hull 
Thickness

Flange 
Diameter

Installation Hole 
Size OEM Part # Part #

Drain 3-3/4"  1-1/2" 2-1/8" 1-7/8" 3875C1     —
Drain with screen 4-3/32" 1-7/32" 2-1/8" 1-7/8" 3882-1     —

3875C1

3889

3882

17209

66308

7555

7557

Stainless Steel Garboard Drain Plugs
Threaded removable plug. Retention system keeps plug from getting lost. Large 7/8" (27mm) 
hole for servicing stern drives. High polished #316 stainless steel reduces corrosion. 

Description Construction
OEM  
Part # Part #

7/8" diameter Stainless Steel 7557-1 7557-7
7/8" diameter Stainless Steel with Gasket 7557G1     —

Garboard Drain Plugs
Provides bilge drainage when hauling out. Nut removes with wrench or pliers. Machined, 
tapered pipe threads ensure watertight plug fit. 3/8" neck depth. Three countersunk  
holes for #8 fasteners.

Description Construction
OEM 
Part # Part #

1/2" NPT drain Cast bronze 7555-1 7555-3
Replacement plugs, Pair Brass 9842-1 9842-3
Replacement plugs, 24 Pair Brass     — 9842PD1
Replacement plugs, 12 Pair (Saltwater Use) Stainless Steel     — 9844PD2

Drain Plug and Receiver Kit
Molded black plastic with threaded receiver. Molded retaining strap. Includes attaching screws 
and elastomeric gasket for a watertight fit.

Description OEM Part # Part #
3/4" dia. one piece plug 17209-1 17211-3

Drain Cover
Polished stainless steel drain cover can be used for floor drains, vents, or hidden horn openings. 
Four holes for #6 fasteners.

Description OEM Part # Part #
Stainless Steel, 3-1/4" dia. 66308-1 66308-3

Drain Fittings
These drain fittings can be used with a hose connector to create a drain. Use 3888 with 3899 or 
3890 threaded/hose-to-barb connector. Use 3889 with 3891 threaded/hose-to-barb connector. 
Acetal construction.

Description Dimensions
Max Hull 
Thickness

Installation Hole 
Size OEM Part # Part #

3/4" diameter 1-1/2"  1-1/8" 1-1/16" to 1-1/8" 3888-1     —
1-1/8" diameter 1-1/2" 1-1/16" 1-7/16" to 1-1/2" 3889-1     —
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