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Portable Fuel Tank Cap with Tether
EPA Certified
High-flow valve exceeds OEM engine fuel flow requirements. 
Ratchets to ensure proper seal. For 0-350 HP engines. 
Compatible with 8803LP/8806LP/8812LP/8812LLP Series 
portable fuel tanks.

Description
OEM 
Part # Part #

Standard 2-1/4" Neck — 88TC06-7

Filter Funnels
Fine mesh screen filters out most foreign matter. Lightweight 
floating polyethylene plastic.

Description
OEM 
Part # Part #

Short rigid, with handle 14582-1 —
Long flexible, with handle 14580-1 —

Fuel Tank Strap Sets
1"-wide white nylon web strap with zinc-plated carbon steel 
snap and quick-release buckle. Includes metal foot-man 
securing loops and screws.

Description
OEM 
Part # Part #

48" long for 3-6 gallon tanks — 11526-3
72" long for 12-gallon tanks — 11512-3

Motor Well Boot
Motor well boot provides organized, covered pass-thru for 
control cables, wires, or fuel lines. Split side allows for 
installation without disconnecting controls. Includes tie for 
secure fit. Black rubber, UV-resistant construction with 
polypropylene attachment gasket ring.

Description
OEM 
Part # Part #

For 4"-diameter opening — 12820-5

SpillBusterTM

Eliminate messy and potentially dangerous spills with this versatile spout that easily 
attaches to your oil and fluid bottles. On/off valve controls liquid flow. SpillBuster 
fits 1-quart, 1-gallon, and most 5-quart bottles. Removable cap seals shut.

Description
OEM 
Part # Part #

SpillBuster spout  — 14584D1 14584D1
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