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11195 11149

Description Type Gear Ratio
OEM 
Part # Part #

2000 lb. with 2" W x 20' L nylon strap Dual 4.1:1 — 11195-4
1200 lb. with 2" W x 20' L nylon strap Single 4.1:1 11149-4

Single Drive Winch—1,200 pound 
Solid gear construction with precise gear tooth 
engagement. 1,200-lb. load capacity with 4.1:1 gear 
ratio. Three position pawl provides forward, neutral, 
and reverse operations. Black EDC finish. Molded, 
textured roller grip. Includes 20 ft. nylon web strap 
with zinc-plated snap hook.

Dual Drive Winch—2,000 pound 
Dual drive enhances the pulling capacity by distributing the 
load equally to two sets of gears. Eliminates frame torque. 
2,000-lb. load capacity with 4.1:1 gear ratio. Three-position 
pawl provides forward, neutral, and reverse operations. 
Black EDC finish. Molded, textured roller grip. Includes  
2 in x 20 ft. nylon web strap with zinc-plated snap hook.

Trailer Winches
Many Factors Affect The Capacity Of A Winch In Pulling A Boat. As A Rule Of Thumb, 
Winches May Be Used To Trailer Boats Up To Two Times The Winch Capacity. For 
Example, A 1200-Lb. Capacity Winch May Be Used To Load Boats Up To 2,400-Lbs.
Caution: Attwood Winches Are Not Intended For Use As Hoists; For Lifting, 
Supporting, Or Transporting People; Nor For Lifting Loads Over People.
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